
PHONO
PREAMPLIFIERS

PHONO
PREAMPLIFIERS

TUBEboX Se ii
TUBE PHONO PREAMPLIFIER (MM and MC) 

•   Preamplifi er for MM or MC with switches on 
the rear panel

•  Impedance switch for MC cartridges
•  Capacitance switch for MM cartridges
•  Subsonic fi lter switchable
•  Dual-mono architecture
•  Premium ECC-803 Golden Pin tubes
•   EAT CoolDampers for protection against 

unwanted vibration
•  High End Chipset for optimum sound
•  Ultra low-noise semiconductors
•  SMD technology

pHoNoboX Se ii
PHONO PREAMPLIFIER (MM and MC)

•   Preamplifi er for MM or MC with switches on 
the rear panel

•  Impedance switch for MC cartridges
•  Capacitance switch for MM cartridges
•  Dual-mono architecture
•  Ultra low-noise ICs
•  SMD technology
•   DC power possible (e.g. with rechargeable 

batteries)

TUBEboX ii
TUBE PHONO PREAMPLIFIER (MM and MC) 

•   Preamplifi er for MM or MC with switch on the 
rear panel

•  Subsonic fi lter, switchable
•   Dual-mono architecture with 2 double triode 

tubes for optimum channel separation
•  Ultra low-noise semiconductors

TUBEboX Se ii
PHono-box Se ii and tube-box Se 
ii share a similar design concept. 
only the adoption of highest grade 
audiophile components makes the 
superior performance of tube-box 
Se ii possible.  
in tube-box Se ii, oPa2134 ics in 
the input section do not lose even 
a trace of detail. a newly-designed 
power supply and SmD technol-
ogy drastically reduce noise levels. 
Premium ecc803S output tubes, 
together with direct mounted eat 
cool Dampers (cooling and damp-
ing of resonances), deliver uncom-

promised sound quality. tube-box Se ii shares the same warmth and musicality of tube-box 
ii, but offers more openness, and more subtle dynamics, with astounding levels of resolution! 
tube-box Se ii is a true high end bargain!

pHoNoboX Se ii
PHono-box Se ii is a totally new 
design that lifts the performance 
to an even higher level. a premi-
um chipset, a beefi er power sup-
ply and the highest grade com-
ponents form the basis of this 
audio marvel. it uses fi ve parallel 
oP-amps for each channel. using 
SmD technology, the signal paths 
are reduced dramatically. the re-
sult is optimum sound quality and 
minimised levels of noise and dis-
tortion. mini switches are used to adjust capacity, inductance and subsonic fi ltering. PHono-box 
Se ii enjoys a clear sonic advantage over the standard PHono-box ii.

TUBEboX Se ii · TUBEboX ii · pHoNoboX Se ii pHoNoboX ii · pHoNoboX ii uSb | uSb V

pHoNoboX ii
PHONO PREAMPLIFIER (MM and MC)

•   Preamplifi er for MM or MC with switch on the 
rear panel

•  Low-noise ICs

pHoNoboX ii USB
PHONO PREAMPLIFIER (MM and MC) 
with USB-output to record music onto PC 

•   Preamplifi er for MM or MC with switch on the 
rear panel

•  Low-noise ICs
•  Analogue-out (RCA) & USB Digital-out
•   Compatible with Windows®, MacOS® and 

Linux®

pHoNoboX ii USB V
Same features as PHONO-BOX II USB, plus:

•   Digitising line-level inputs (Tape, cassette, 
etc)

•  Phono/Line selector on front panel
•  Record level adjustment on front panel

pHoNoboX ii USB 
based on PHono-box ii, it also includes additional burr-brown 16-bit Sigma Delta a/D converters 
to digitise the vinyl signal for transferring to a computer. it can be used with Windows®, macoS® 
and linux® operating systems. PHono-box ii uSb will be recognised automatically as a soundcard 
by most operating systems. there are numerous inferior “low cost” rivals on the market, but we 
think the listener deserves real hi-fi  sound for the lowest possible price! 

pHoNoboX ii USB V 
Similar to PHono-box ii uSb, but with two additional functions: line-level recording and manual 
recording level adjustment. owners of open-reel and cassette tape machines will be overjoyed 
with the possibility of transferring analogue tape to digital with the best quality possible. record-
ing level can be adjusted manually on the front of PHono-box uSb V. this high quality device 
can be used in parallel with a hi-fi  system and computer. 

pHoNoboX ii — A real classic!
many of today’s amplifi ers do not have dedicated inputs to match the low output signals of 
phono cartridges. 
PHono-box ii is the solution – it can be plugged into any line input and is suitable for both mm 
and mc cartridges. top quality parts are combined in a class-leading layout with audiophile 
sound quality at a budget price. although there is strong competition, Pro-Ject audio has sold 
more than 100,000 units! this is a most convincing argument to prove the outstanding quality 
of this audio product. 

Useful combination [with Pc]:

Plattenspieler „Debut iii” [silver] + PHono-box uSb V
music recording from lP’s to Pc and save the digital fi le.
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TUBEboX ii
tube phono preamplifi er for mm and mc that reproduces music with matchless sympathy. Pow-
erful and lifelike, passionate and highly emotional – these are attributes to describe the sound 
of tube-box ii.



HEADPHONE
AMPLIFIERSACCESSORIES

SpEEDboX ii
ELECTRONIC SPEED CONTROL 
with switch (33/45 rpm) for Pro-Ject and 
other turntables    

•   Suitable for turntables with wall AC power 
supply (16 V/AC synchronous motor)

•   Quartz-controlled speed, switchable between 
33 rpm and 45 rpm

•  Microprocessor-controlled
•  For superior smoothness of drive motor

SpEEDboX Se ii
ELECTRONIC SPEED CONTROL 
with switch (33/45 rpm) for Pro-Ject and 
other turntables  

•   Same features as SPEED-Box II, but for 230 V 
and 16 V AC

•  Fine adjustable motor speed in ± 20 steps
•  Digital display in blue colour
•  Ultra-stable voltage with mains fi lter 

ADDITIONAL information for
SPEED-Box II/SPEED-Box SE II:
With turntable Pulley SB (accessory) used with 
SPEED-Box II or SPEED-Box SE II, the following 
models can operate at 33/45/78 rpm:
RPM 5 · 1-Xpression · Debut III · Debut SE II & 
Debut III Esprit

SpEEDboX · SpEEDboX Se

SPEEDboX ii
SPeeD-box ii is a truly useful add-on for Pro-Ject turntables without electronic speed control. 
With a single push of a button turntable, speed can be switched between 33 rpm and 45 rpm, 
without touching the platter or drive belt. additionally the quartz-controlled power with built-in 
mains fi lter offers better smoothness for the motor. 

SPEEDboX Se ii
SPeeD-box Se ii offers an even better performance as an electronic speed control and is also suit-
able for 230 V driven turntables, its advanced circuitry generates an ultra-stable power supply 
that is virtually free from noise. this leads to vibration-free smoothness of turntable motors, and 
therefore gets out the best sound reproduction from your record player. 

HEADboX ii · HEADboX ii Se

HEADboX ii
most integrated amplifi ers have inferior headphone amps or do not have a headphone socket 
at all. HeaD-box ii offers high-performance headphone amplifi cation with volume control. it can 
be connected to any integrated or preamplifi er.

HEADboX Se ii
as with PHono-box Se, sound quality was the main concern in this newly-devised HeaD-box 
Se ii. High-end components like burr-brown chipsets, advanced power supply circuitry and SmD 
technology provide the best technical  capabilities with excellent audio quality. two headphone 
sockets with individual volume controls are provided. Despite the true high-end sonic qualities 
both, Pro-Ject headphone amplifi ers are genuine bargains!

HEADboX Se ii
AMPLIFIER FOR 2 HEADPHONES

•   Two headphone sockets with individual 
volume controls

•   Ultra low-noise semiconductors from      
Burr-Brown

•  SMD technology for short signal paths
•  Signal to noise ratio –120 dB 
•  THD <0.0014 % THD
•  RCA-Loop-Outputs

HEADboX ii
HEADPHONE AMPLIFIER

•   Socket for one headphone with volume 
control

•  Low noise semiconductors
•  RCA-Loop-Outputs

Combination:

SPeeD-box Se + turntable rPm 9.1 
[devices in proportional ratio]

Useful combination – Top Set #5

DocK-box Fi + HeaD-box ii + DeSiGn-box 2 iP [colour: olive]
[devices in proportional ratio]
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ACCESSORIES SWITCHboX · poWERboX · pS4-Way

SWITCHboX 
INPUT EXTENSION FOR AMPLIFIERS 
[Pro-Ject Audio or others]

•   4 inputs, which provides an extra three-input 
expansion for PRE-Box

•  Ultra-low crosstalk
•  2 line outputs for separate usage
•   Automatic synchronisation with trigger cable 

of PRE-Box
•   Input expansion, suitable also for all other 

brands

poWERboX ii
CENTRAL POWER SUPPLY for units of the 
BOX family and Pro-Ject turntables

•   Up to 4 different units connectable simulta-
neously (16 V/AC)

•  No separate power supplies needed
•  Individual power switching
•  Maximum power surge is 1A

pS4-WAY (2a) 
CENTRAL POWER SUPPLY for units of the 
BOX family and Pro-Ject turntables

•   Up to 4 different units can be connected 
simultaneously (16 V/AC)

•   Suitable for all Box design components ex-
cept: AMP-Box Stereo, AMP-Box Mono, AMP 
Box-SE Stereo, AMP-Box SE Mono, STEREO-
Box, RECEIVER-Box, JUKEBOX (these need 20 
Volt DC power)

•  No separate power supplies needed
•   Maximum power surge is 2 A, because CD-

Box, CD-Box SE, TUBE-Box, TUBE-Box SE have 
a very high power surge. We recommend 
connecting only two of these to one PS4-
way (2 A) – please read detailed product 
information!

SWITCHboX
Pro-Ject SWitcH-box is a cost-effective extension of a Pre-box to add another three inputs with 
an additional stereo-out, with the least possible manipulation of the original signal. crosstalk 
from left to right channel @1 kHz is better than 107 db. Frequency response is ultra-fl at up to 
700 kHz.
Pro-Ject SWitcH-box can be controlled manually and therefore it also can be used with any other 
hi-fi  system. 
using SWitcH-box with Pro-Ject Pre-box, input switching can be performed over the remote 
control, when a trigger cable is plugged in.

POWERboX ii
as a central power supply for up to four units of the boX family or turntable, PoWer-box ii is a 
practical solution with best sonic quality. each unit can be switched on/off individually. instead 
of using four individual power supplies only one is needed to get optimised power with constant 
voltage, including mains fi lter. Suitable for all Pro-Ject turntables and boX-Design products, 
except amP-box, amP-box mono, amP-box Se Stereo, amP-box Se mono, Stereo-box and 
receiVer-box.

JUKEBoX 

JUKEBoX   
Pro-Ject JuKeboX fulfi ls the longing of many vinyl lovers, to have an “all-in-one” system that is 
able to provide smart design and outstanding audio quality.  

in its beautiful and compact casing, the following components are included: 
tt-Debut iii + Pre-box + PHono-box + SWitcH-box + amP-box Stereo incl. remote control

JUKEBoX eSPrit
luxury version of JuKeboX with same features, but acrylic platter.

Just connect some good-quality speakers – like SPeaKer-box 5 – and listening pleasure 
is guaranteed!

JUKEboX
Audiophile ALL-IN-ONE stereo system 
with turntable 

•  Belt-drive turntable with manual speed 
change 33/45 rpm
•  MM cartridge
•  Phono preamplifi er
•  Line preamplifi er with 4 inputs
•   Power amplifi er (bi-phase PWM), 2 x 30 W@ 

4 ohms/2 x 20 W@8 ohms
•  90 % energy effi ciency
•  Oversized gold-plated speaker terminals 
•   IR remote for on/off, input selection and 

volume level

ALL-IN-ONE
PHONO SYSTEM

Useful combination – Top Set #10
DocK-box Fi + tuner-box ii  + DeSiGn-box 2 iP + SPeaKer-box 5
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PS4-way (2 a)
central power supply for up to four units of the box family or turntable, PS4-way is suitable for 
Pro-Ject turntables and boX-Design products, except amP-box, amP-box mono, amP-box Se 
Stereo, amP-box Se mono, Stereo-box and  receiVer-box.



LOUDSPEAKERS CABLESSpEAKERboX 5 · SpEAKERboX 4

SpEAKER Box 5  
audiophile 2-way monitor speaker using bass refl ex system, tight and clear bass, refl ex port on 
back side, outstanding value for money, ideal for use with other boX-Design components, high-
gloss piano lacquer fi nish in three colours: black, white, red
 
SpEAKER Box 4  
audiophile 2-way mini monitor speaker. coming soon!

SpEAKERboX 5
2-way MONITOR SPEAKER

•  Bass-reflex principle
•  25 mm silk-dome tweeter
•  130 mm bass-mid driver
•  55 Hz–20 kHz frequency response
•  8 ohm impedance
•  86 dB effi ciency (1 W/1 m)
•  10 W–150 W suggested amplifi er power
•  Magnetic screening of chassis
•  Wall-mount included  
•   High-gloss piano lacquer fi nish in 3 colours: 

black, white, red
•   Black cloth speaker grill with magnetic 

fi ttings
•  Dimensions: 228 x 228 x 200 mm (w x h x d)
•  Weight: 4.2 kg

WALL BRACKET [2 pcs]
for SPEAKER-Box

CoNNECT-it NF & CoNNECT-it LS

CoNNECT-it NF 
connect-it signal cables from Pro-Ject are optimised for use with 
phono signals. this means they are very fl exible, and have low 
capacitance. With their parallel symmetric assembly and perfect 
screening these cables are technically accurate and give neutral 

sound without coloration. 
With the exclusive application of state-of-the-art european compo-
nents for conductors and dielectric, with precision craftsmanship, 
we supply only the best quality. rca-plugs were selected after 

intense mechanical examination and listening tests.
all available lengths were chosen for best performance regarding 

the specifi c speed of electrical signals in cables.  
our strict commitment to high quality standards make the connect-
it cable program the fi rst choice for a lossless connection between 

all Pro-Ject box components.

Connect-it is available in 
different lengths to suit carious applications. 

Very short cables of 0.2 and 0.4m lengths avoid tangled cable with 
micro components like Pro-Ject box Design. We also offer longer 
versions up to 4.92m that are especially of interest for bi-amping 

applications, where amplifi ers are positioned near the speakers. 
connect-it cables are very cost-effective, compared to Far eastern 

products, and will offer signifi cantly better sonic quality. 

CoNNECT-it LS 
The legend Pro-Ject cable – Made in Europe!

this sophisticated speaker cable uses solid-core technology with spiral geometry. most 
high-end cable manufacturers use solid-core technology and spiral geometry because 
of superior performance and very low capacitance and inductance. High purity oxygen-
free copper (HP-oFc), the best dielectric, which isolate all four conductors from each 
other, make this economically-priced cable a “best buy” solution and an ideal partner 

for box Design components

CoNNECT-IT rca c
pure OFC (oxygen free copper)

CoNNECT-IT rca Si
pure silver for best performance

Connect-it RCA common features

•  2 RCA > 2 RCA Interconnect
•  Top-quality pure conductors 
•  European manufacturing
•  Double symmetric assembly 
•  Low capacitance
•  Effi cient screening to avoid interference
•  High quality, fl exible dielectric
•  Silver-plated contacts
•   Available in 0.205 | 0.41 | 0.82 | 1.23 | 1.85 

2.46 | 4.92 meter lengths
•  0.82 | 1.23 | 1.85 includes earth lead

CoNNECT-IT LS 

AUDIOPHILE LOUDSPEAKER CABLE

•  Solid-core technology
•  HP-OFC conductors 
•  European manufacturing
•  Low inductance
•  Low capacitance
•  Available in bulk on spools

Useful combination – Top Set #6 

DocK-box Fi + receiVer-box + cD-box + DeSiGn-box 4 iP + SPeaKer-box 5
Digital and similar tone sources for optimally enjoy
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ACCESSORIES AZURracKS & DESIGNboX VariationS 

DESIGN BoX 2 & 4
DESIGN BoX 2 ip & 4 ip
DESIGNED FRAMES for 
BOX-Design components

Dimensions (w x h x d):
DESIGN-Box 2/2 iP: 11,8 x 8,8 x 20,0 mm
DESIGN-Box 4/4 iP: 22,0 x 8,8 x 20,0 mm

STANDARD COLOURS: 
BLACK, WHITE, RED, OLIVE, MAHOGANY

NON STANDARD COLOURS, only on demand: 
YELLOW, GREEN, BLUE, BEECH, ROSEWOOD

AZUR MICRo racKS
the beautiful aZur micro racks are made of satin acrylic are easily used in combinations. 
three different types, “The BUTLER”, “The PROFESSIONAL” and “The LADY” (from left to 
right & below) are offered in a variety of colours and three different heights (2, 3, 4 units 
stacked) with standard or double widths. leD lights can be added on demand.
Further informations under: http://the-rack.at

DESIGN BoX 2 & 4 | 2 ip & 4 ip 
Shapely designed frame for box Design components for two of the “small” units  on top of 
each other or one unit of the Se series. 

”4“ is suitable for four of the “small” units – two side by side and two on top, or two units of 
the Se-series. using iP versions, an iPod or iPhone can be easily fi tted. 

available in many fashionable colours for perfect integration of your boX-Design components 
into your home. 

TECHNICAL DATA

Page | type  trigger 12 Volt Dc  Power pack  remote control  Dimensions incl. sockets Weight
 (2,5 mm Jack plug)    w x h x d (in mm) without PP

04  Pre-box  out + Switch box 16 Volt ac/500 ma yes 103 x 36 x 109 630 g

04  amP-box Stereo  in 20 Volt Dc/3 a – 103 x 36 x 122 670 g

04  amP-box mono  in 20 Volt Dc/3 a – 103 x 36 x 122 670 g

05  Pre-box Se  out + Switch box 16 Volt ac/500 ma yes 103 x 72 x 144 1.200 g

05  amP-box Se Stereo in 48 Volt Dc/2,5 a – 103 x 72 x 163 1.400 g

05  amP-box Se mono  in 48 Volt Dc/2,5 a – 103 x 72 x 163 1.400 g

06  Stereo-box  – 20 Volt Dc/3 a yes 103 x 36 x 122 720 g

06  receiVer-box Switch-box  20 Volt Dc/3 a yes 103 x 36 x 122 670 g

07  DocK-box Vi/Fi  – 16 Volt ac/200 ma yes 103 x 36* x 109 585 g

07  tuner-box  in & out 16 Volt ac/200 ma – 103 x 36 x 112 565 g

08  cD-box  – 16 Volt ac/1 a yes 206 x 36 x 156 1.200 g

08  cD-box Se  – 16 Volt ac/1 a yes 206 x 72 x 200 2.670 g

09  Dac-box Fl  – 16 Volt ac/500 ma – 103 x 36 x 109 560 g

09  Dac-box uSb  – 16 Volt ac/500 ma – 103 x 36 x 109 560 g

09  uSb-box  – uSb powered – 103 x 36 x 109 540 g

10  PHono-box Se ii – 16 Volt ac/1 a – 103 x 72 x 156 1.080 g

10  PHono-box ii –  16 Volt ac/200 ma – 103 x 36 x 115 570 g

10  PHono-box uSb ii – 16 Volt ac/200 ma – 103 x 36 x 115 570 g

10  PHono-box uSb V –  16 Volt ac – 103 x 36 x 115 580 g

11  tube-box Se ii  – 16 Volt ac/1 a – 103 x 76 x 156 1.050 g

11  tube-box ii  – 16 Volt ac/1 a – 103 x 74 x 137 810 g

12  SPeeD-box Se ii  – 16 Volt ac/1° – 103 x 72 x 144 1.360 g

12  SPeeD-box ii  – 16 Volt ac/500 ma – 103 x 36 x 103 540 g

13  HeaD-box ii  – 16 Volt ac/500 ma – 103 x 36 x 109 600 g

13  HeaD-box Se ii  – 16 Volt ac/1 a – 103 x 72 x 150 1.080 g

14  SWitcH-box  in 16 Volt ac/200 ma – 103 x 36 x 109 560 g

14  PoWer-box ii  – 16 Volt ac/1 a – 103 x 36 x 103 545 g

15  JuKe box  – 16 Volt ac + 21 Volt Dc – 415 x 118 x 350 6.900 g

16  SPeaKer-box 5    160 x 255 x 210 4.200 g

18 19

Photos: ©nahaufnahme/regine Haunschmidt

COMMON FEATURES for all Box-Design components:

•  Solid and compact casing that protects against vibration and radiation 
•  Gold-plated rca connectors
•  black or silver faceplate
•  Separate power supply (included)



Top 10 – System combinations [1 – 6] 

Connect-it LS

Top Set #1: 
Top-quality sound from iPod

• listen, charge and control iPod

Speaker Box 5

Connect-it NF

AmP Box stereo

IR-RC Dock Box

iPod

DoCk Box Vi

Top Set #2: 
Listening iPod in high-end quality

Speaker Box 5

Connect-it LS

Connect-it NF

STEREO Box

IR-RC Dock Box

TV, Sat, CD, …

iPod

DOCK Box Fi

• listen, charge and control iPod
• listen to additional analogue source

Top Set #3: 
Listen to iPod and radio

Speaker Box 5

Connect-it LS

Connect-it NF

RECEIVER Box

IR-RC Dock Box

TV, Sat, CD, …

iPod

DOCK Box Fi

• listen, charge and control iPod
• listen to radio
• listen to additional analogue source

FM-Antenna

Top Set #4: 
Music from PC/mp3-server in hifi  quality

Speaker Box 5

Connect-it LS

Connect-it NF

STEREO Box TV, Sat, CD, …

PC or Music-/mp3-
Server

USB Box
USB cable

•  PC or mp3 server
• additional analogue source

Top Set #6: 
Listening to iPod, CD, FM-radio

Speaker Box 5

Connect-it LS

Connect-it NF

ReCeiveR Box

IR-RC Dock Box

IR-RC CD Box

iPod

DoCk Box Fi

• listen, charge and control iPod
• listen to CD
• listen to FM-radio

CD Box
FM-Antenna

Top Set #5: 
Listening to iPod-music on headphones

Connect-it NF

Head Box

IR-RC Dock Box

iPod

doCk Box Fi

• listen, charge and control iPod
• control of volume level

Top Set #9: 
Listen to vinyl

Juke Box

• listen to vinyl records
•  listen to additional analogue sources (TV, Sat, …)

IR-RC FB

Connect-it LS

Speaker Box 5

Top Set #10: 
Listen to vinyl, radio, iPod

Juke Box

• listen to vinyl records
• listen, charge control iPod
• listen to FM radio
• listen to additional analogue sources (TV, Sat,…)

IR-RC FB

Connect-it LS

DoCk Box Fi Tuner Box

Connect-it nF

Speaker Box 5

iPod

Box-Design Multiroom solution: 
Hifi quality music in multiple zones

DAC Box USB

STEREO Box

Network client

Zone 1 Zone 2 Zone 3

Digital cable

DAC Box USB

STEREO Box

Network client

Speaker Box 5

Connect-it LS

DAC Box USB

STEREO Box

Network client

• top quality music reproduction from PC in multiple zones
• optimised sound from network clients, like Sonos, Squeezebox, Airport Express, …
• maximum of zones depends on manufacturer of network and clients
• listen to additional analogue sources (TV, Sat, …)

Connect-it NF

Top Set #8: 
Music from iPod, PC and other digital sources

Connect-it NF

PRE Box DAC Box USB

AMP Box Stereo

IR-RC Dock Box

coax and optical 
digital input

iPod

DOCK Box Fi

• iPod listen, charge, control
• Music from PC
• l isten to additional digital sources i.e. Sat, 

Network Clients (Sonos, Squeezebox …), 
CD-Player …

USB cable

Speaker Box 5

Connect-it LS

PC

Top Set #7: 
listen to iPod, radio and music from PC; digital recording of vinyl-LPs

Connect-it NF

IR-RC Dock Box

PC

Debut III Phono USB

iPod

DOCK Box Fi

FM-Antenna

• iPod listen, charge, control
• listen to FM radio
• Musik from PC
• digital recording of vinyl
•  listen to two additional analogue 

sources (TV, Sat, …)

USB cable

Speaker Box 5

Connect-it LS

SWITCH BoxRECEIVER Box

USB Box

Top 10 – System combinations [7 – 10] + Multiroom 

Cutline:

Connect-it NF is low-frequency signal cable 
(colour blue)

Connect-it LS is speaker cable 
(colour brown)

USB cables 
(colour grey)

Digital source connection  
= coax or optical (colour green)

More information about Connect-it cables 
see page 17


